
MATERIAL SAFETY DATA SHEET DM1 17~, 
CAtALyst FOR COATINGS, RESINS AND RELATED MATERIALS 

DATE.OF PREP 8-20-81 
(Aetorovea by U.S. Deoartment of Labor··eaaentlally Similar" to Form OSHA-20) 

Section I 

MANUFACTURER'S NAME BOSTIK WEST' DIV. OF USH CORPORATION' AN EHHART UNIT 

sTREETAcoRess 20846 So. Normandie Ave. CITY.sTATE.ANOZlPcooe Torrance, Ca. 90502 

EMERGENCYTEI..EPHONENO. (213) 320-6800 

I PRODUCT CLASS AMINE . 

! • 
:. TRACE NAME BOSTIK 

MANUFACTURERS COOE IOENTIFICATION CA- J. 16 
Catalyst for 463-12-8 . 
Mix Ratio: 1 part 463-12-8(Base) 
to 1 Eart CA-116 by volume. 

Section II - HAZARDOUS INGREDIENTS 

INGReDIENT CA-116 Epoxy Catalyst mg:> TLV VAPOR 
CAS No. LSL 

rrtmE&..J~R.E PPM . 
mg/M~ 

Methyl Ethyl Ketone 78-93-3 60-65 200 1.8 70.0 
. 

67-63-0 25-30 400 2.5 33.0 Isopropyl Alcohol 

Toluene 108-88-3 5-10 200 1. 2 .. 22.0 

Tertiary Aromatic Amine 90-72-2 <3 .0 *5 NE <o. 01 

Amino Silane Ester 1760-24-3 <3. 0 **NE NE <La 

*8 Hr. TWA, ACGIH 
**NE--Not Established 

Section Ill - PHYSICAL DATA 
SOILING RANGE 1 7 6- 2 3 1 OF VAPOR DENSITY [[]HEAVIER D LIGHTER. THAN AlA 

EVAPORATION RATE 0 FASTER m SLOWER. THAN ETHER PERCENT \'OI..ATIL£! 
6 3 

% WEIGHT PEl'l 
BY VOLUME 9 . o GALLON 6 • 7 6 1 b S. 

Section IV- FJRE AND EXPLOSION HAZARD DATA 
OOT CATEGORY Red Label, Flammable 

(Min o 
FLASH POINT 2 3 F t a g C 1 0 S e d CUp LEL. 1 . 2 

EXTINGUISHING MEOlA 

UNUSUAL. FIRE ANO EXPLOSION HAZAR OS 

r!CIAI. FIRE FIGHTING PROCEDURES 

Exclude air - Use foam, c_o2 , steam, water fos, 
dry chemicals. Do not use water. 

Vapor forms explosive mixture with air between 
upper and lower explosion limits. 

Do not use water, exclude air, use water spray 
to cool fire exnosed surfaces and to ?rotect 
personnel. · 

BOE-CS-0227088 



Section V- HEALTH HAZARD DATA 

THRESHOLD LIMI"T VALUE See Section II 
eFFecrsoFoveRexPosuRe Headache, nausea, dizziness. Breathing vapor will be 

irritating to nose, throat, and eyes. 

eMeRGENCY AND FIRSTAIOPRoceouRes : Skin Exposure: Wash affected area with soap and 
water. Eye Exposure: Flush with water for at least 15 minutes, consult 
physician. Ingestion: Consult physician immediately. 
Inhalation: Remove victim to fresh air, consult physician. 

Section VI- REACTIVITY DATA 
sTABILITY D uNsTABLe lXXI sTABLe coNoiTIONsToAvoJcJ Storage at high temperatures. 
INCOM<>ATABILITY(Mare:i~Jstoavoid) Strong oxidizing agents. Sparks & open flame. 
HAZARDOUS OEC!.)MPO~;ITJQ:J PRODUCTS 

On _combustion CO, co2 , Aldehydes and other organics, oxides of nitrogen. 

HAZARDOUS POLYMERIZATION D MAY OCCUR [X] W!i.L NOT OCCUR 

CONDITIONS TO AIIOID 

Section VII- SP;LL OR LEAK PROCEDURES 
STEPSTOBETAKENINCASEMATERIALISRELEASEOORSPILLED: Eliminate SOUrCeS Of ignitiOn and ·clear fumesi 
from area. Prevent liquied from entering sewers, water sources,· or low areas. I 
Keep unnecessar~ personnel aw~y. ~hut o~~ s9urc~, if possible to do s9 without J 

WASTe DISPOSAL METi-10D azard. Couta~n sp~lled *"~qu~d w~ tl;J; sawdust, sand
1
or o~l absqrb- I 

~ng compouna. ash area w~th detergent ec water. Loonsult d~sposa expert ana· c · 

ensure conformity with local regula~ions. 

Section VIII -SPECIAl PROTECTION INFORMATION . 1 
RESPIRATORY PRcnecrtoN: Use approved respiratory protection such as an air-supplied masl 
if used in non ventilated area. 
Mechanical: Explosion-proof ventilation equipment. No smoking or open lights. 

VENTILATION Face velosity) 60fpm in confined area. 

PROTECTIVE GLOVES Chemically resistant gloves. 
EYEPRorecr1oN Chemical splash goggles or face shield. 
oTHERPRorecr1veeou1PMENT Eye bath & Safety shower. 

Section IX- SPECIAL PREC.AUTIONS 
PREcAuTIONSToaeTAKENINHANDLlNGANosTORING: . Keep containers closed when not in use .Do Not 
handle or store near flame, hea~ or strong ox~aanEs. Aaequate vent~lat~on 
required. Containers of this nroduct may be hazardous when emntied -these 

oTHER PRECAUTioNs containers retain product residues (vapor, liquid,· etc.). 

All handling equipment should be electrically grounded. Treat as a very 
flammable liquid. 

Manager 

BOE-CS-0227089 


